FACE
ﬂ.llmﬁl._-i ROW
T . ¢ .
= TECOMMENDED |
200 X —»
SUBBASE OF GRAVEL

OVER
CLAY OR SLT
I-l.s'/’ TYPICAL - NON-CURBED SECTION WITH DITCH
NOTES:
1. PRIVATE ROAD TRAVEL LANE WIDTHS SHALL BE 8 FEET EACH (16' TOTAL
ROAD WIDTH) IN ACCORDANCE WITH TABLE 7.2 OF THE TOWN OF
FLETCHER DEVELOPMENT REGULATIONS.
2. ROADWAY CULVERTS SHALL BE 18 INCHES MINIMUM DIAMETER IN
ACCORDANCE WITH TOWN OF FLETCHER ROAD AND BRIDGE STANDARDS.
VTRANS STANDARD A-76
TYPICAL NON-CURBED ROADWAY SECTION WITH DITCH
NOT TO SCALE
) SUBBASE MATERIAL . IF_PAVED DRIVE : SURFAGE WITH 2
DETAIL J CROWN 24— 727 ON RESIGENTIAL DRIVES SITUMINOUS CONCRETE PAVEMENT,
N, 187 ON COMMERCIAC DRIVES ~/ IF GRAVEL ORIVE : SURFACE WITH 3%
END SECTION —moe_ 24" MINMUM o P. AGGREGATE SURFACE COURSE.
{OPTIDNAL) "\\\\ N DRQIVE Y
SUBGRADE LINE—, ™\ ™ .
REFER TO AASHTO LN LY . .~ SEE DRIVE SIDE SLOPES TABLE
“ROADSIDE DESIGN GUIDE M J_\: i A T e
TREATMEN = T AATLRAREN AT AR T _--\‘\". s
AT CLLVERT £NDS. 5,>§‘§\\5\‘0-‘\\\\\\\\\\S\\\5\\\\\33\\\\5 MR ™ oo e,
LOCAL GRADING —=
AS NEEDED SECHON __A-A
NOTES:
1. DRIVEWAY CULVERTS SHALL BE 15 INCHES MINIMUM DIAMETER IN

ACCORDANCE WITH TOWN OF FLETCHER ROAD AND BRIDGE STANDARDS.

VTRANS STANDARD B-71
DRIVEWAY SECTION DETAIL-J

NOT TO SCALE

DRIVE SIDE SLOPES

LOCATION OF SLOPE SLOPE RATE
V> 40 WPK k6 OR FLATTER
124 DESIRABLE

URBAN AREAS, OR V < 40 MPH e

_ k2 OR FLATTER |

| OUTSIDE CLEAR ZONE

FIVE-LOT SUBDIVISION TeoECTNG:
DATE DESCRIPTION BY —
REVISIONS 08-02-2019
_ SHANE SIZEN
BAR NARD & Land Surveying NONE
Water & Wastewater _ ———
GERVAIS, LLC Environmental Consulting | 146 KAYS WAY, FLETCHER, VERMONT  |eg" ™
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